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The Multi-Signal portable traffic light 
system by horizont klemmfix is designed to 
operate either as radio-linked, cable-linked 
or cable-free (quartz) system. The use of 
radar – detectors enables the system to 
work traffic actuated. Up to 8 signal heads 
can easily be grouped in order to work as 
2 phase-, junction- or crossroads systems. 
Programming is done via an easy to handle 
micro terminal, equipped with 4 touch keys 
and LCD – screen. Only a few parameters 
need to be set, as the most common 
programmes for 2 phase, junctions and 
crossroads are already pre-set.

The integrated calculation programme 
automatically determines the best suitable 
values for your application. Of course 
those values can also be adapted manually 
according to your requirements.

•	 Radio linked/ Cable-linked / Cableless
•	 Up to 8 signal heads
•	 Traffic-actuated operation via radar sensors
•	 Standard applications pre-set (e.g. 2 phase-, junction- or 		

crossroad), individual programming possible
•	 Internal memory for up to 10 programmes
•	 Day time- and week time programming
•	 Two different types of hot galvanized battery carts available
•	 Manual operation by hand set (accessory)
•	 Wireless radio remote hand set (accessory)
•	 Plug-on sunshades
•	 NZTA Approved
•	 European Standard DIN EN 12368
•	 European Standard DIN EN 12675
•	 RiLSA (German guidelines for traffic light systems)
•	 VDE 0832 (German electric safety standard)
•	 Battery replacement WITHOUT INTERRUPTION OF THE            

RUNNING PROGRAMME by USING A SPECIAL PLUG
CONNECTOR (optional accessory)

MULTI-SIGNAL

TELESCOPIC TRAFFIC LIGHTS

Features:

Operation 
Modes:

Quarz:
automatic, permanent red, amber flashing, lamps 
ogg, manual operation
Cable/Radio
automatic, permanent red, amber flashing, lamps 
ogg, manual operation, traffic actuated.

Protect against conflicting green (radio and cable 
sysrems)

feedback (cable/radio)

Red bulb monitoring

Automatic light dimming

Protection of batteries from total discharge

Transmitting power 100 mW

Terminal

Illuminated LC-Display

Automatic calculation of red/green times by 
setting distance and km/h only.

Four foil covered buttons, splash water protected.

Protection class IP 65

Internal battery for programme storage
 (approx. 5 years)

Settings

min. max.

m 5 1999

km/h 5 80

sec., red 3 999

sec., green 1 999

amber 0 9

red / amber 0 15

traffic gap (to be set separately
 for each signal head)

1 15

Distance
Cable 2000m

Radio 2000m (depending on ambient conditions), 
(Multi-signal)

Operating 
Hours

Halogen version: with a fully charged battery
(12 V/180 Ah, approx. 7 days).

LED version: with a fully charged battery 
(12 V/180 Ah, approx. 14 days).

LED 264202LED2

Multi-signal Radio /CABLE /QUARZ consisiting of:

2 x 26422C-LED Signal head incl. controller and telescopic pole. 1

1x 26313 Terminal

2 x 25742 Radar Detector

2 x 26204 Battery cart (for 1 battery)


