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General Information Asphalt Seal Coat is a rapid setting bitumen emulsion, which can be used as a 

sealant for all kinds of surfaces.  It is especially designed for chipless sealing 

of asphalt constructions or for high performance tack coat applications. Due to 

the low penetration grade bitumen used, the film formed after precipitation of 

the emulsion is strong and most importantly, non-sticky.  The solid film has 

excellent bonding properties and has excellent waterproofing characteristics. 

 

Properties Asphalt Seal Coat will be supplied according to the following specifications.  

Quality control takes place according to the standard: NEN-EN 13808 

“Framework for specifying cationic bitumen emulsions”. 

  

 

Application Asphalt Seal Coat can only be applied under proper weather conditions 

(temperature > 10degrees & RH < 80%).  The minimum ground temperature is 

5degrees and rising. Maximum group temperature 40dgrees (under 30degrees 

preferred) Apply by Special roller or broom.  Direct application to the Asphalt. 

Coverage is 0.5kg per m2.  Do not dilute the product. It will be trafficable after 

2 hours or 1 hour after turning black. 

 

Dosage The dosage of Asphalt Seal Coat is predominantly determined by the nature of 

the subsurface.  The sub surface should be clean, dust free and preferably 

slightly moist.  Indicative application rate of the material is between 0.5 – 1.0 

kg/m2 for a single layer.  Depending on the type of surface sealing, the bitumen 

film can be sanded by for example 1 – 3 mm sand fractions in order to provide 

anti-skid properties.  The sand should be applied before the bitumen is 

completely precipitated from the emulsion phase. 

 

Health & Safety Asphalt Seal Coat does not have any specific health and/or safety concerns 

and the product does not cause a hazard for man or the environment. 
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Storage The emulsion has a shelf-life minimum of 6 months provided that it is stored at 

temperatures higher than 10degrees.  A limited amount of sedimentation can 

occur during storage, but this can easily be re-dispatched by stirring. 

 

Delivery Asphalt Seal Coat is supplied in a 20 ltr pail. 

 

 

 

 

 


